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Features

AC-DC
power supplies

The NTN100K0 series are highly stable power supplies with low ripple and an isolated 
output. Featuring thyristor (SCR) pre-regulation followed by transistor regulation to provide 
double stabilization.

The power supplies can be operated in local, analog (optional) and digital (optional) 
operating modes. 

Sense line connections provide feedback compensation for voltage drop in the load lines.

NTN100K0 series

Available on request. Please click on the 
contact us link below to discuss your 
requirements and get further information 
about options and modifications.

	f Output voltages 0-125VDC to 0-350VDC isolated

	f 3 phase AC input

	f Continuous operation at full rated power

	f Multi-function control panel with user friendly interface

	f Digital and/or analog interface option

	f Manual voltage & current control with automatic transition &  
display of operating modes via LEDs

	f Set-point display via a button

	f Set-point adjustment possible with disabled output

	f Push-button switch for output voltage

	f Short circuit & arc protection

	f Unlimited operation with full current in short circuit condition

	f Parallel and series connection possible

	f Suitable also for inductive and capacitive loads

	f 2 year warranty
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contact us

100kW  
Full
rack

	f Provides maximum device control & flexibility

	f Safe operation ensures maximum protection to the power supply

	f User friendly controls 

Benefits

Applications

	f Laboratory power

	f Process control

	f �Low electromagnetic emissions – 
suitable for sensitive test setups

https://www.xppower.com/contact/pricing-delivery

