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Holder of Certificate: XP Power Limited
401 Commonwealth Drive
Haw Par Technocentre, Lobby B, #02-02
Singapore 149598
SINGAPORE

Certification Mark:

 
Product: Adaptors

(AC ADAPTER)

Tested according to: EN 62368-1:2014/A11:2017
EK1 557-13
AfPS GS 2019:01 PAK

The product meets the safety and health requirements of the German Product Safety Act section 20 
to 22 ProdSG. The certification marks shown above can be affixed on the product. It is not permitted 
to alter the certification marks in any way. In addition, the certificate holder must not transfer the 
certificate to third parties. This certificate is valid until the listed date, unless it is cancelled earlier. All 
applicable requirements of the testing and certification regulations of TÜV SÜD Group have to be 
complied. For details see: www.tuvsud.com/ps-cert

Test report no.: 64210190508701A

Valid until: 2022-12-08

Date, 2020-12-10

( Richard Zhu )
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Factories: 095516

Model(s): VEL18US050-zz-JA-H, VEL18US050-zz-JA, VER18US050-JA, 
VET18US050C2-JA, VEL18US051-zz-JA-H, VEL18US051-zz-JA, 
VER18US051-JA, VET18US051C2-JA, VEL18US052-zz-JA-H, 
VEL18US052-zz-JA, VER18US052-JA, VET18US052C2-JA, 
VEL18US053-zz-JA-H, VEL18US053-zz-JA, VER18US053-JA, 
VET18US053C2-JA, VEL18US054-zz-JA-H, VEL18US054-zz-JA, 
VER18US054-JA, VET18US054C2-JA, VEL18US055-zz-JA-H, 
VEL18US055-zz-JA, VER18US055-JA, VET18US055C2-JA, 
VEL18US056-zz-JA-H, VEL18US056-zz-JA, VER18US056-JA, 
VET18US056C2-JA, VEL18US057-zz-JA-H, VEL18US057-zz-JA, 
VER18US057-JA, VET18US057C2-JA, VEL18US058-zz-JA-H, 
VEL18US058-zz-JA, VER18US058-JA, VET18US058C2-JA, 
VEL18US059-zz-JA-H, VEL18US059-zz-JA, VER18US059-JA, 
VET18US059C2-JA, VEL18US060-zz-JA-H, VEL18US060-zz-JA, 
VER18US060-JA, VET18US060C2-JA, VEL18US061-zz-JA-H, 
VEL18US061-zz-JA, VER18US061-JA, VET18US061C2-JA, 
VEL18US062-zz-JA-H, VEL18US062-zz-JA, VER18US062-JA, 
VET18US062C2-JA, VEL18US063-zz-JA-H, VEL18US063-zz-JA, 
VER18US063-JA, VET18US063C2-JA, VEL18US064-zz-JA-H, 
VEL18US064-zz-JA, VER18US064-JA, VET18US064C2-JA, 
VEL18US065-zz-JA-H, VEL18US065-zz-JA, VER18US065-JA, 
VET18US065C2-JA, VEL18US066-zz-JA-H, VEL18US066-zz-JA, 
VER18US066-JA, VET18US066C2-JA, VEL18US067-zz-JA-H, 
VEL18US067-zz-JA, VER18US067-JA, VET18US067C2-JA, 
VEL18US068-zz-JA-H, VEL18US068-zz-JA, VER18US068-JA, 
VET18US068C2-JA, VEL18US069-zz-JA-H, VEL18US069-zz-JA, 
VER18US069-JA, VET18US069C2-JA, VEL18US070-zz-JA-H, 
VEL18US070-zz-JA, VER18US070-JA, VET18US070C2-JA, 
VEL18US071-zz-JA-H, VEL18US071-zz-JA, VER18US071-JA, 
VET18US071C2-JA, VEL18US072-zz-JA-H, VEL18US072-zz-JA, 
VER18US072-JA, VET18US072C2-JA, VEL18US073-zz-JA-H, 
VEL18US073-zz-JA, VER18US073-JA, VET18US073C2-JA, 
VEL18US074-zz-JA-H, VEL18US074-zz-JA, VER18US074-JA, 
VET18US074C2-JA, VEL18US075-zz-JA-H, VEL18US075-zz-JA, 
VER18US075-JA, VET18US075C2-JA, VEL18US076-zz-JA-H, 
VEL18US076-zz-JA, VER18US076-JA, VET18US076C2-JA, 
VEL18US077-zz-JA-H, VEL18US077-zz-JA, VER18US077-JA, 
VET18US077C2-JA, VEL18US078-zz-JA-H, VEL18US078-zz-JA, 
VER18US078-JA, VET18US078C2-JA, VEL18US079-zz-JA-H, 
VEL18US079-zz-JA, VER18US079-JA, VET18US079C2-JA, 
VEL18US080-zz-JA-H, VEL18US080-zz-JA, VER18US080-JA, 
VET18US080C2-JA, VEL18US081-zz-JA-H, VEL18US081-zz-JA, 
VER18US081-JA, VET18US081C2-JA, VEL18US082-zz-JA-H, 
VEL18US082-zz-JA, VER18US082-JA, VET18US082C2-JA, 
VEL18US083-zz-JA-H, VEL18US083-zz-JA, VER18US083-JA, 
VET18US083C2-JA, VEL18US084-zz-JA-H, VEL18US084-zz-JA, 
VER18US084-JA, VET18US084C2-JA, VEL18US085-zz-JA-H, 
VEL18US085-zz-JA, VER18US085-JA, VET18US085C2-JA, 
VEL18US086-zz-JA-H, VEL18US086-zz-JA, VER18US086-JA, 
VET18US086C2-JA, VEL18US087-zz-JA-H, VEL18US087-zz-JA, 
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VER18US087-JA, VET18US087C2-JA, VEL18US088-zz-JA-H, 
VEL18US088-zz-JA, VER18US088-JA, VET18US088C2-JA, 
VEL18US089-zz-JA-H, VEL18US089-zz-JA, VER18US089-JA, 
VET18US089C2-JA, VEL18US090-zz-JA-H, VEL18US090-zz-JA, 
VER18US090-JA, VET18US090C2-JA, VEL18US091-zz-JA-H, 
VEL18US091-zz-JA, VER18US091-JA, VET18US091C2-JA, 
VEL18US092-zz-JA-H, VEL18US092-zz-JA, VER18US092-JA, 
VET18US092C2-JA, VEL18US093-zz-JA-H, VEL18US093-zz-JA, 
VER18US093-JA, VET18US093C2-JA, VEL18US094-zz-JA-H, 
VEL18US094-zz-JA, VER18US094-JA, VET18US094C2-JA, 
VEL18US095-zz-JA-H, VEL18US095-zz-JA, VER18US095-JA, 
VET18US095C2-JA, VEL18US096-zz-JA-H, VEL18US096-zz-JA, 
VER18US096-JA, VET18US096C2-JA, VEL18US097-zz-JA-H, 
VEL18US097-zz-JA, VER18US097-JA, VET18US097C2-JA, 
VEL18US098-zz-JA-H, VEL18US098-zz-JA, VER18US098-JA, 
VET18US098C2-JA, VEL18US099-zz-JA-H, VEL18US099-zz-JA, 
VER18US099-JA, VET18US099C2-JA, VEL18US100-zz-JA-H, 
VEL18US100-zz-JA, VER18US100-JA, VET18US100C2-JA, 
VEL18US101-zz-JA-H, VEL18US101-zz-JA, VER18US101-JA, 
VET18US101C2-JA, VEL18US102-zz-JA-H, VEL18US102-zz-JA, 
VER18US102-JA, VET18US102C2-JA, VEL18US103-zz-JA-H, 
VEL18US103-zz-JA, VER18US103-JA, VET18US103C2-JA, 
VEL18US104-zz-JA-H, VEL18US104-zz-JA, VER18US104-JA, 
VET18US104C2-JA, VEL18US105-zz-JA-H, VEL18US105-zz-JA, 
VER18US105-JA, VET18US105C2-JA, VEL18US106-zz-JA-H, 
VEL18US106-zz-JA, VER18US106-JA, VET18US106C2-JA, 
VEL18US107-zz-JA-H, VEL18US107-zz-JA, VER18US107-JA, 
VET18US107C2-JA, VEL18US108-zz-JA-H, VEL18US108-zz-JA, 
VER18US108-JA, VET18US108C2-JA, VEL18US109-zz-JA-H, 
VEL18US109-zz-JA, VER18US109-JA, VET18US109C2-JA, 
VEL18US110-zz-JA-H, VEL18US110-zz-JA, VER18US110-JA, 
VET18US110C2-JA, VEL18US111-zz-JA-H, VEL18US111-zz-JA, 
VER18US111-JA, VET18US111C2-JA, VEL18US112-zz-JA-H, 
VEL18US112-zz-JA, VER18US112-JA, VET18US112C2-JA, 
VEL18US113-zz-JA-H, VEL18US113-zz-JA, VER18US113-JA, 
VET18US113C2-JA, VEL18US114-zz-JA-H, VEL18US114-zz-JA, 
VER18US114-JA, VET18US114C2-JA, VEL18US115-zz-JA-H, 
VEL18US115-zz-JA, VER18US115-JA, VET18US115C2-JA, 
VEL18US116-zz-JA-H, VEL18US116-zz-JA, VER18US116-JA, 
VET18US116C2-JA, VEL18US117-zz-JA-H, VEL18US117-zz-JA, 
VER18US117-JA, VET18US117C2-JA, VEL18US118-zz-JA-H, 
VEL18US118-zz-JA, VER18US118-JA, VET18US118C2-JA, 
VEL18US119-zz-JA-H, VEL18US119-zz-JA, VER18US119-JA, 
VET18US119C2-JA, VEL18US120-zz-JA-H, VEL18US120-zz-JA, 
VER18US120-JA, VET18US120C2-JA, VEL18US121-zz-JA-H, 
VEL18US121-zz-JA, VER18US121-JA, VET18US121C2-JA, 
VEL18US122-zz-JA-H, VEL18US122-zz-JA, VER18US122-JA, 
VET18US122C2-JA, VEL18US123-zz-JA-H, VEL18US123-zz-JA, 
VER18US123-JA, VET18US123C2-JA, VEL18US124-zz-JA-H, 
VEL18US124-zz-JA, VER18US124-JA, VET18US124C2-JA, 
VEL18US125-zz-JA-H, VEL18US125-zz-JA, VER18US125-JA, 
VET18US125C2-JA, VEL18US126-zz-JA-H, VEL18US126-zz-JA, 
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VER18US126-JA, VET18US126C2-JA, VEL18US127-zz-JA-H, 
VEL18US127-zz-JA, VER18US127-JA, VET18US127C2-JA, 
VEL18US128-zz-JA-H, VEL18US128-zz-JA, VER18US128-JA, 
VET18US128C2-JA, VEL18US129-zz-JA-H, VEL18US129-zz-JA, 
VER18US129-JA, VET18US129C2-JA, VEL18US130-zz-JA-H, 
VEL18US130-zz-JA, VER18US130-JA, VET18US130C2-JA, 
VEL18US131-zz-JA-H, VEL18US131-zz-JA, VER18US131-JA, 
VET18US131C2-JA, VEL18US132-zz-JA-H, VEL18US132-zz-JA, 
VER18US132-JA, VET18US132C2-JA, VEL18US133-zz-JA-H, 
VEL18US133-zz-JA, VER18US133-JA, VET18US133C2-JA, 
VEL18US134-zz-JA-H, VEL18US134-zz-JA, VER18US134-JA, 
VET18US134C2-JA, VEL18US135-zz-JA-H, VEL18US135-zz-JA, 
VER18US135-JA, VET18US135C2-JA, VEL18US136-zz-JA-H, 
VEL18US136-zz-JA, VER18US136-JA, VET18US136C2-JA, 
VEL18US137-zz-JA-H, VEL18US137-zz-JA, VER18US137-JA, 
VET18US137C2-JA, VEL18US138-zz-JA-H, VEL18US138-zz-JA, 
VER18US138-JA, VET18US138C2-JA, VEL18US139-zz-JA-H, 
VEL18US139-zz-JA, VER18US139-JA, VET18US139C2-JA, 
VEL18US140-zz-JA-H, VEL18US140-zz-JA, VER18US140-JA, 
VET18US140C2-JA, VEL18US141-zz-JA-H, VEL18US141-zz-JA, 
VER18US141-JA, VET18US141C2-JA, VEL18US142-zz-JA-H, 
VEL18US142-zz-JA, VER18US142-JA, VET18US142C2-JA, 
VEL18US143-zz-JA-H, VEL18US143-zz-JA, VER18US143-JA, 
VET18US143C2-JA, VEL18US144-zz-JA-H, VEL18US144-zz-JA, 
VER18US144-JA, VET18US144C2-JA, VEL18US145-zz-JA-H, 
VEL18US145-zz-JA, VER18US145-JA, VET18US145C2-JA, 
VEL18US146-zz-JA-H, VEL18US146-zz-JA, VER18US146-JA, 
VET18US146C2-JA, VEL18US147-zz-JA-H, VEL18US147-zz-JA, 
VER18US147-JA, VET18US147C2-JA, VEL18US148-zz-JA-H, 
VEL18US148-zz-JA, VER18US148-JA, VET18US148C2-JA, 
VEL18US149-zz-JA-H, VEL18US149-zz-JA, VER18US149-JA, 
VET18US149C2-JA, VEL18US150-zz-JA-H, VEL18US150-zz-JA, 
VER18US150-JA, VET18US150C2-JA, VEL18US151-zz-JA-H, 
VEL18US151-zz-JA, VER18US151-JA, VET18US151C2-JA, 
VEL18US152-zz-JA-H, VEL18US152-zz-JA, VER18US152-JA, 
VET18US152C2-JA, VEL18US153-zz-JA-H, VEL18US153-zz-JA, 
VER18US153-JA, VET18US153C2-JA, VEL18US154-zz-JA-H, 
VEL18US154-zz-JA, VER18US154-JA, VET18US154C2-JA, 
VEL18US155-zz-JA-H, VEL18US155-zz-JA, VER18US155-JA, 
VET18US155C2-JA, VEL18US156-zz-JA-H, VEL18US156-zz-JA, 
VER18US156-JA, VET18US156C2-JA, VEL18US157-zz-JA-H, 
VEL18US157-zz-JA, VER18US157-JA, VET18US157C2-JA, 
VEL18US158-zz-JA-H, VEL18US158-zz-JA, VER18US158-JA, 
VET18US158C2-JA, VEL18US159-zz-JA-H, VEL18US159-zz-JA, 
VER18US159-JA, VET18US159C2-JA, VEL18US160-zz-JA-H, 
VEL18US160-zz-JA, VER18US160-JA, VET18US160C2-JA, 
VEL18US161-zz-JA-H, VEL18US161-zz-JA, VER18US161-JA, 
VET18US161C2-JA, VEL18US162-zz-JA-H, VEL18US162-zz-JA, 
VER18US162-JA, VET18US162C2-JA, VEL18US163-zz-JA-H, 
VEL18US163-zz-JA, VER18US163-JA, VET18US163C2-JA, 
VEL18US164-zz-JA-H, VEL18US164-zz-JA, VER18US164-JA, 
VET18US164C2-JA, VEL18US165-zz-JA-H, VEL18US165-zz-JA, 
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VER18US165-JA, VET18US165C2-JA, VEL18US166-zz-JA-H, 
VEL18US166-zz-JA, VER18US166-JA, VET18US166C2-JA, 
VEL18US167-zz-JA-H, VEL18US167-zz-JA, VER18US167-JA, 
VET18US167C2-JA, VEL18US168-zz-JA-H, VEL18US168-zz-JA, 
VER18US168-JA, VET18US168C2-JA, VEL18US169-zz-JA-H, 
VEL18US169-zz-JA, VER18US169-JA, VET18US169C2-JA, 
VEL18US170-zz-JA-H, VEL18US170-zz-JA, VER18US170-JA, 
VET18US170C2-JA, VEL18US171-zz-JA-H, VEL18US171-zz-JA, 
VER18US171-JA, VET18US171C2-JA, VEL18US172-zz-JA-H, 
VEL18US172-zz-JA, VER18US172-JA, VET18US172C2-JA, 
VEL18US173-zz-JA-H, VEL18US173-zz-JA, VER18US173-JA, 
VET18US173C2-JA, VEL18US174-zz-JA-H, VEL18US174-zz-JA, 
VER18US174-JA, VET18US174C2-JA, VEL18US175-zz-JA-H, 
VEL18US175-zz-JA, VER18US175-JA, VET18US175C2-JA, 
VEL18US176-zz-JA-H, VEL18US176-zz-JA, VER18US176-JA, 
VET18US176C2-JA, VEL18US177-zz-JA-H, VEL18US177-zz-JA, 
VER18US177-JA, VET18US177C2-JA, VEL18US178-zz-JA-H, 
VEL18US178-zz-JA, VER18US178-JA, VET18US178C2-JA, 
VEL18US179-zz-JA-H, VEL18US179-zz-JA, VER18US179-JA, 
VET18US179C2-JA, VEL18US180-zz-JA-H, VEL18US180-zz-JA, 
VER18US180-JA, VET18US180C2-JA, VEL18US181-zz-JA-H, 
VEL18US181-zz-JA, VER18US181-JA, VET18US181C2-JA, 
VEL18US182-zz-JA-H, VEL18US182-zz-JA, VER18US182-JA, 
VET18US182C2-JA, VEL18US183-zz-JA-H, VEL18US183-zz-JA, 
VER18US183-JA, VET18US183C2-JA, VEL18US184-zz-JA-H, 
VEL18US184-zz-JA, VER18US184-JA, VET18US184C2-JA, 
VEL18US185-zz-JA-H, VEL18US185-zz-JA, VER18US185-JA, 
VET18US185C2-JA, VEL18US186-zz-JA-H, VEL18US186-zz-JA, 
VER18US186-JA, VET18US186C2-JA, VEL18US187-zz-JA-H, 
VEL18US187-zz-JA, VER18US187-JA, VET18US187C2-JA, 
VEL18US188-zz-JA-H, VEL18US188-zz-JA, VER18US188-JA, 
VET18US188C2-JA, VEL18US189-zz-JA-H, VEL18US189-zz-JA, 
VER18US189-JA, VET18US189C2-JA, VEL18US190-zz-JA-H, 
VEL18US190-zz-JA, VER18US190-JA, VET18US190C2-JA, 
VEL18US191-zz-JA-H, VEL18US191-zz-JA, VER18US191-JA, 
VET18US191C2-JA, VEL18US192-zz-JA-H, VEL18US192-zz-JA, 
VER18US192-JA, VET18US192C2-JA, VEL18US193-zz-JA-H, 
VEL18US193-zz-JA, VER18US193-JA, VET18US193C2-JA, 
VEL18US194-zz-JA-H, VEL18US194-zz-JA, VER18US194-JA, 
VET18US194C2-JA, VEL18US195-zz-JA-H, VEL18US195-zz-JA, 
VER18US195-JA, VET18US195C2-JA, VEL18US196-zz-JA-H, 
VEL18US196-zz-JA, VER18US196-JA, VET18US196C2-JA, 
VEL18US197-zz-JA-H, VEL18US197-zz-JA, VER18US197-JA, 
VET18US197C2-JA, VEL18US198-zz-JA-H, VEL18US198-zz-JA, 
VER18US198-JA, VET18US198C2-JA, VEL18US199-zz-JA-H, 
VEL18US199-zz-JA, VER18US199-JA, VET18US199C2-JA, 
VEL18US200-zz-JA-H, VEL18US200-zz-JA, VER18US200-JA, 
VET18US200C2-JA, VEL18US201-zz-JA-H, VEL18US201-zz-JA, 
VER18US201-JA, VET18US201C2-JA, VEL18US202-zz-JA-H, 
VEL18US202-zz-JA, VER18US202-JA, VET18US202C2-JA, 
VEL18US203-zz-JA-H, VEL18US203-zz-JA, VER18US203-JA, 
VET18US203C2-JA, VEL18US204-zz-JA-H, VEL18US204-zz-JA, 
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VER18US204-JA, VET18US204C2-JA, VEL18US205-zz-JA-H, 
VEL18US205-zz-JA, VER18US205-JA, VET18US205C2-JA, 
VEL18US206-zz-JA-H, VEL18US206-zz-JA, VER18US206-JA, 
VET18US206C2-JA, VEL18US207-zz-JA-H, VEL18US207-zz-JA, 
VER18US207-JA, VET18US207C2-JA, VEL18US208-zz-JA-H, 
VEL18US208-zz-JA, VER18US208-JA, VET18US208C2-JA, 
VEL18US209-zz-JA-H, VEL18US209-zz-JA, VER18US209-JA, 
VET18US209C2-JA, VEL18US210-zz-JA-H, VEL18US210-zz-JA, 
VER18US210-JA, VET18US210C2-JA, VEL18US211-zz-JA-H, 
VEL18US211-zz-JA, VER18US211-JA, VET18US211C2-JA, 
VEL18US212-zz-JA-H, VEL18US212-zz-JA, VER18US212-JA, 
VET18US212C2-JA, VEL18US213-zz-JA-H, VEL18US213-zz-JA, 
VER18US213-JA, VET18US213C2-JA, VEL18US214-zz-JA-H, 
VEL18US214-zz-JA, VER18US214-JA, VET18US214C2-JA, 
VEL18US215-zz-JA-H, VEL18US215-zz-JA, VER18US215-JA, 
VET18US215C2-JA, VEL18US216-zz-JA-H, VEL18US216-zz-JA, 
VER18US216-JA, VET18US216C2-JA, VEL18US217-zz-JA-H, 
VEL18US217-zz-JA, VER18US217-JA, VET18US217C2-JA, 
VEL18US218-zz-JA-H, VEL18US218-zz-JA, VER18US218-JA, 
VET18US218C2-JA, VEL18US219-zz-JA-H, VEL18US219-zz-JA, 
VER18US219-JA, VET18US219C2-JA, VEL18US220-zz-JA-H, 
VEL18US220-zz-JA, VER18US220-JA, VET18US220C2-JA, 
VEL18US221-zz-JA-H, VEL18US221-zz-JA, VER18US221-JA, 
VET18US221C2-JA, VEL18US222-zz-JA-H, VEL18US222-zz-JA, 
VER18US222-JA, VET18US222C2-JA, VEL18US223-zz-JA-H, 
VEL18US223-zz-JA, VER18US223-JA, VET18US223C2-JA, 
VEL18US224-zz-JA-H, VEL18US224-zz-JA, VER18US224-JA, 
VET18US224C2-JA, VEL18US225-zz-JA-H, VEL18US225-zz-JA, 
VER18US225-JA, VET18US225C2-JA, VEL18US226-zz-JA-H, 
VEL18US226-zz-JA, VER18US226-JA, VET18US226C2-JA, 
VEL18US227-zz-JA-H, VEL18US227-zz-JA, VER18US227-JA, 
VET18US227C2-JA, VEL18US228-zz-JA-H, VEL18US228-zz-JA, 
VER18US228-JA, VET18US228C2-JA, VEL18US229-zz-JA-H, 
VEL18US229-zz-JA, VER18US229-JA, VET18US229C2-JA, 
VEL18US230-zz-JA-H, VEL18US230-zz-JA, VER18US230-JA, 
VET18US230C2-JA, VEL18US231-zz-JA-H, VEL18US231-zz-JA, 
VER18US231-JA, VET18US231C2-JA, VEL18US232-zz-JA-H, 
VEL18US232-zz-JA, VER18US232-JA, VET18US232C2-JA, 
VEL18US233-zz-JA-H, VEL18US233-zz-JA, VER18US233-JA, 
VET18US233C2-JA, VEL18US234-zz-JA-H, VEL18US234-zz-JA, 
VER18US234-JA, VET18US234C2-JA, VEL18US235-zz-JA-H, 
VEL18US235-zz-JA, VER18US235-JA, VET18US235C2-JA, 
VEL18US236-zz-JA-H, VEL18US236-zz-JA, VER18US236-JA, 
VET18US236C2-JA, VEL18US237-zz-JA-H, VEL18US237-zz-JA, 
VER18US237-JA, VET18US237C2-JA, VEL18US238-zz-JA-H, 
VEL18US238-zz-JA, VER18US238-JA, VET18US238C2-JA, 
VEL18US239-zz-JA-H, VEL18US239-zz-JA, VER18US239-JA, 
VET18US239C2-JA, VEL18US240-zz-JA-H, VEL18US240-zz-JA, 
VER18US240-JA, VET18US240C2-JA, VEL24US090-zz-JA-H, 
VEL24US090-zz-JA, VER24US090-JA, VET24US090C2-JA, 
VEL24US091-zz-JA-H, VEL24US091-zz-JA, VER24US091-JA, 
VET24US091C2-JA, VEL24US092-zz-JA-H, VEL24US092-zz-JA, 
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VER24US092-JA, VET24US092C2-JA, VEL24US093-zz-JA-H, 
VEL24US093-zz-JA, VER24US093-JA, VET24US093C2-JA, 
VEL24US094-zz-JA-H, VEL24US094-zz-JA, VER24US094-JA, 
VET24US094C2-JA, VEL24US095-zz-JA-H, VEL24US095-zz-JA, 
VER24US095-JA, VET24US095C2-JA, VEL24US096-zz-JA-H, 
VEL24US096-zz-JA, VER24US096-JA, VET24US096C2-JA, 
VEL24US097-zz-JA-H, VEL24US097-zz-JA, VER24US097-JA, 
VET24US097C2-JA, VEL24US098-zz-JA-H, VEL24US098-zz-JA, 
VER24US098-JA, VET24US098C2-JA, VEL24US099-zz-JA-H, 
VEL24US099-zz-JA, VER24US099-JA, VET24US099C2-JA, 
VEL24US100-zz-JA-H, VEL24US100-zz-JA, VER24US100-JA, 
VET24US100C2-JA, VEL24US101-zz-JA-H, VEL24US101-zz-JA, 
VER24US101-JA, VET24US101C2-JA, VEL24US102-zz-JA-H, 
VEL24US102-zz-JA, VER24US102-JA, VET24US102C2-JA, 
VEL24US103-zz-JA-H, VEL24US103-zz-JA, VER24US103-JA, 
VET24US103C2-JA, VEL24US104-zz-JA-H, VEL24US104-zz-JA, 
VER24US104-JA, VET24US104C2-JA, VEL24US105-zz-JA-H, 
VEL24US105-zz-JA, VER24US105-JA, VET24US105C2-JA, 
VEL24US106-zz-JA-H, VEL24US106-zz-JA, VER24US106-JA, 
VET24US106C2-JA, VEL24US107-zz-JA-H, VEL24US107-zz-JA, 
VER24US107-JA, VET24US107C2-JA, VEL24US108-zz-JA-H, 
VEL24US108-zz-JA, VER24US108-JA, VET24US108C2-JA, 
VEL24US109-zz-JA-H, VEL24US109-zz-JA, VER24US109-JA, 
VET24US109C2-JA, VEL24US110-zz-JA-H, VEL24US110-zz-JA, 
VER24US110-JA, VER24US110C2-JA, VEL24US111-zz-JA-H, 
VEL24US111-zz-JA, VER24US111-JA, VET24US111C2-JA, 
VEL24US112-zz-JA-H, VEL24US112-zz-JA, VER24US112-JA, 
VET24US112C2-JA, VEL24US113-zz-JA-H, VEL24US113-zz-JA, 
VER24US113-JA, VET24US113C2-JA, VEL24US114-zz-JA-H, 
VEL24US114-zz-JA, VER24US114-JA, VET24US114C2-JA, 
VEL24US115-zz-JA-H, VEL24US115-zz-JA, VER24US115-JA, 
VET24US115C2-JA, VEL24US116-zz-JA-H, VEL24US116-zz-JA, 
VER24US116-JA, VET24US116C2-JA, VEL24US117-zz-JA-H, 
VEL24US117-zz-JA, VER24US117-JA, VET24US117C2-JA, 
VEL24US118-zz-JA-H, VEL24US118-zz-JA, VER24US118-JA, 
VET24US118C2-JA, VEL24US119-zz-JA-H, VEL24US119-zz-JA, 
VER24US119-JA, VET24US119C2-JA, VEL24US120-zz-JA-H, 
VEL24US120-zz-JA, VER24US120-JA, VET24US120C2-JA, 
VEL24US121-zz-JA-H, VEL24US121-zz-JA, VER24US121-JA, 
VET24US121C2-JA, VEL24US122-zz-JA-H, VEL24US122-zz-JA, 
VER24US122-JA, VET24US122C2-JA, VEL24US123-zz-JA-H, 
VEL24US123-zz-JA, VER24US123-JA, VET24US123C2-JA, 
VEL24US124-zz-JA-H, VEL24US124-zz-JA, VER24US124-JA, 
VET24US124C2-JA, VEL24US125-zz-JA-H, VEL24US125-zz-JA, 
VER24US125-JA, VET24US125C2-JA, VEL24US126-zz-JA-H, 
VEL24US126-zz-JA, VER24US126-JA, VET24US126C2-JA, 
VEL24US127-zz-JA-H, VEL24US127-zz-JA, VER24US127-JA, 
VET24US127C2-JA, VEL24US128-zz-JA-H, VEL24US128-zz-JA, 
VER24US128-JA, VET24US128C2-JA, VEL24US129-zz-JA-H, 
VEL24US129-zz-JA, VER24US129-JA, VET24US129C2-JA, 
VEL24US130-zz-JA-H, VEL24US130-zz-JA, VER24US130-JA, 
VET24US130C2-JA, VEL24US131-zz-JA-H, VEL24US131-zz-JA, 
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VER24US131-JA, VET24US131C2-JA, VEL24US132-zz-JA-H, 
VEL24US132-zz-JA, VER24US132-JA, VET24US132C2-JA, 
VEL24US133-zz-JA-H, VEL24US133-zz-JA, VER24US133-JA, 
VET24US133C2-JA, VEL24US134-zz-JA-H, VEL24US134-zz-JA, 
VER24US134-JA, VET24US134C2-JA, VEL24US135-zz-JA-H, 
VEL24US135-zz-JA, VER24US135-JA, VET24US135C2-JA, 
VEL24US136-zz-JA-H, VEL24US136-zz-JA, VER24US136-JA, 
VET24US136C2-JA, VEL24US137-zz-JA-H, VEL24US137-zz-JA, 
VER24US137-JA, VET24US137C2-JA, VEL24US138-zz-JA-H, 
VEL24US138-zz-JA, VER24US138-JA, VET24US138C2-JA, 
VEL24US139-zz-JA-H, VEL24US139-zz-JA, VER24US139-JA, 
VET24US139C2-JA, VEL24US140-zz-JA-H, VEL24US140-zz-JA, 
VER24US140-JA, VET24US140C2-JA, VEL24US141-zz-JA-H, 
VEL24US141-zz-JA, VER24US141-JA, VET24US141C2-JA, 
VEL24US142-zz-JA-H, VEL24US142-zz-JA, VER24US142-JA, 
VET24US142C2-JA, VEL24US143-zz-JA-H, VEL24US143-zz-JA, 
VER24US143-JA, VET24US143C2-JA, VEL24US144-zz-JA-H, 
VEL24US144-zz-JA, VER24US144-JA, VET24US144C2-JA, 
VEL24US145-zz-JA-H, VEL24US145-zz-JA, VER24US145-JA, 
VET24US145C2-JA, VEL24US146-zz-JA-H, VEL24US146-zz-JA, 
VER24US146-JA, VET24US146C2-JA, VEL24US147-zz-JA-H, 
VEL24US147-zz-JA, VER24US147-JA, VET24US147C2-JA, 
VEL24US148-zz-JA-H, VEL24US148-zz-JA, VER24US148-JA, 
VET24US148C2-JA, VEL24US149-zz-JA-H, VEL24US149-zz-JA, 
VER24US149-JA, VET24US149C2-JA, VEL24US150-zz-JA-H, 
VEL24US150-zz-JA, VER24US150-JA, VET24US150C2-JA, 
VEL24US151-zz-JA-H, VEL24US151-zz-JA, VER24US151-JA, 
VET24US151C2-JA, VEL24US152-zz-JA-H, VEL24US152-zz-JA, 
VER24US152-JA, VET24US152C2-JA, VEL24US153-zz-JA-H, 
VEL24US153-zz-JA, VER24US153-JA, VET24US153C2-JA, 
VEL24US154-zz-JA-H, VEL24US154-zz-JA, VER24US154-JA, 
VET24US154C2-JA, VEL24US155-zz-JA-H, VEL24US155-zz-JA, 
VER24US155-JA, VET24US155C2-JA, VEL24US156-zz-JA-H, 
VEL24US156-zz-JA, VER24US156-JA, VET24US156C2-JA, 
VEL24US157-zz-JA-H, VEL24US157-zz-JA, VER24US157-JA, 
VET24US157C2-JA, VEL24US158-zz-JA-H, VEL24US158-zz-JA, 
VER24US158-JA, VET24US158C2-JA, VEL24US159-zz-JA-H, 
VEL24US159-zz-JA, VER24US159-JA, VET24US159C2-JA, 
VEL24US160-zz-JA-H, VEL24US160-zz-JA, VER24US160-JA, 
VET24US160C2-JA, VEL24US161-zz-JA-H, VEL24US161-zz-JA, 
VER24US161-JA, VET24US161C2-JA, VEL24US162-zz-JA-H, 
VEL24US162-zz-JA, VER24US162-JA, VET24US162C2-JA, 
VEL24US163-zz-JA-H, VEL24US163-zz-JA, VER24US163-JA, 
VET24US163C2-JA, VEL24US164-zz-JA-H, VEL24US164-zz-JA, 
VER24US164-JA, VET24US164C2-JA, VEL24US165-zz-JA-H, 
VEL24US165-zz-JA, VER24US165-JA, VET24US165C2-JA, 
VEL24US166-zz-JA-H, VEL24US166-zz-JA, VER24US166-JA, 
VET24US166C2-JA, VEL24US167-zz-JA-H, VEL24US167-zz-JA, 
VER24US167-JA, VET24US167C2-JA, VEL24US168-zz-JA-H, 
VEL24US168-zz-JA, VER24US168-JA, VET24US168C2-JA, 
VEL24US169-zz-JA-H, VEL24US169-zz-JA, VER24US169-JA, 
VET24US169C2-JA, VEL24US170-zz-JA-H, VEL24US170-zz-JA, 
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VER24US170-JA, VET24US170C2-JA, VEL24US171-zz-JA-H, 
VEL24US171-zz-JA, VER24US171-JA, VET24US171C2-JA, 
VEL24US172-zz-JA-H, VEL24US172-zz-JA, VER24US172-JA, 
VET24US172C2-JA, VEL24US173-zz-JA-H, VEL24US173-zz-JA, 
VER24US173-JA, VET24US173C2-JA, VEL24US174-zz-JA-H, 
VEL24US174-zz-JA, VER24US174-JA, VET24US174C2-JA, 
VEL24US175-zz-JA-H, VEL24US175-zz-JA, VER24US175-JA, 
VET24US175C2-JA, VEL24US176-zz-JA-H, VEL24US176-zz-JA, 
VER24US176-JA, VET24US176C2-JA, VEL24US177-zz-JA-H, 
VEL24US177-zz-JA, VER24US177-JA, VET24US177C2-JA, 
VEL24US178-zz-JA-H, VEL24US178-zz-JA, VER24US178-JA, 
VET24US178C2-JA, VEL24US179-zz-JA-H, VEL24US179-zz-JA, 
VER24US179-JA, VET24US179C2-JA, VEL24US180-zz-JA-H, 
VEL24US180-zz-JA, VER24US180-JA, VET24US180C2-JA, 
VEL24US181-zz-JA-H, VEL24US181-zz-JA, VER24US181-JA, 
VET24US181C2-JA, VEL24US182-zz-JA-H, VEL24US182-zz-JA, 
VER24US182-JA, VET24US182C2-JA, VEL24US183-zz-JA-H, 
VEL24US183-zz-JA, VER24US183-JA, VET24US183C2-JA, 
VEL24US184-zz-JA-H, VEL24US184-zz-JA, VER24US184-JA, 
VET24US184C2-JA, VEL24US185-zz-JA-H, VEL24US185-zz-JA, 
VER24US185-JA, VET24US185C2-JA, VEL24US186-zz-JA-H, 
VEL24US186-zz-JA, VER24US186-JA, VET24US186C2-JA, 
VEL24US187-zz-JA-H, VEL24US187-zz-JA, VER24US187-JA, 
VET24US187C2-JA, VEL24US188-zz-JA-H, VEL24US188-zz-JA, 
VER24US188-JA, VET24US188C2-JA, VEL24US189-zz-JA-H, 
VEL24US189-zz-JA, VER24US189-JA, VET24US189C2-JA, 
VEL24US190-zz-JA-H, VEL24US190-zz-JA, VER24US190-JA, 
VET24US190C2-JA, VEL24US191-zz-JA-H, VEL24US191-zz-JA, 
VER24US191-JA, VET24US191C2-JA, VEL24US192-zz-JA-H, 
VEL24US192-zz-JA, VER24US192-JA, VET24US192C2-JA, 
VEL24US193-zz-JA-H, VEL24US193-zz-JA, VER24US193-JA, 
VET24US193C2-JA, VEL24US194-zz-JA-H, VEL24US194-zz-JA, 
VER24US194-JA, VET24US194C2-JA, VEL24US195-zz-JA-H, 
VEL24US195-zz-JA, VER24US195-JA, VET24US195C2-JA, 
VEL24US196-zz-JA-H, VEL24US196-zz-JA, VER24US196-JA, 
VET24US196C2-JA, VEL24US197-zz-JA-H, VEL24US197-zz-JA, 
VER24US197-JA, VET24US197C2-JA, VEL24US198-zz-JA-H, 
VEL24US198-zz-JA, VER24US198-JA, VET24US198C2-JA, 
VEL24US199-zz-JA-H, VEL24US199-zz-JA, VER24US199-JA, 
VET24US199C2-JA, VEL24US200-zz-JA-H, VEL24US200-zz-JA, 
VER24US200-JA, VET24US200C2-JA, VEL24US201-zz-JA-H, 
VEL24US201-zz-JA, VER24US201-JA, VET24US201C2-JA, 
VEL24US202-zz-JA-H, VEL24US202-zz-JA, VER24US202-JA, 
VET24US202C2-JA, VEL24US203-zz-JA-H, VEL24US203-zz-JA, 
VER24US203-JA, VET24US203C2-JA, VEL24US204-zz-JA-H, 
VEL24US204-zz-JA, VER24US204-JA, VET24US204C2-JA, 
VEL24US205-zz-JA-H, VEL24US205-zz-JA, VER24US205-JA, 
VET24US205C2-JA, VEL24US206-zz-JA-H, VEL24US206-zz-JA, 
VER24US206-JA, VET24US206C2-JA, VEL24US207-zz-JA-H, 
VEL24US207-zz-JA, VER24US207-JA, VET24US207C2-JA, 
VEL24US208-zz-JA-H, VEL24US208-zz-JA, VER24US208-JA, 
VET24US208C2-JA, VEL24US209-zz-JA-H, VEL24US209-zz-JA, 
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VER24US209-JA, VET24US209C2-JA, VEL24US210-zz-JA-H, 
VEL24US210-zz-JA, VER24US210-JA, VET24US210C2-JA, 
VEL24US211-zz-JA-H, VEL24US211-zz-JA, VER24US211-JA, 
VET24US211C2-JA, VEL24US212-zz-JA-H, VEL24US212-zz-JA, 
VER24US212-JA, VET24US212C2-JA, VEL24US213-zz-JA-H, 
VEL24US213-zz-JA, VER24US213-JA, VET24US213C2-JA, 
VEL24US214-zz-JA-H, VEL24US214-zz-JA, VER24US214-JA, 
VET24US214C2-JA, VEL24US215-zz-JA-H, VEL24US215-zz-JA, 
VER24US215-JA, VET24US215C2-JA, VEL24US216-zz-JA-H, 
VEL24US216-zz-JA, VER24US216-JA, VET24US216C2-JA, 
VEL24US217-zz-JA-H, VEL24US217-zz-JA, VER24US217-JA, 
VET24US217C2-JA, VEL24US218-zz-JA-H, VEL24US218-zz-JA, 
VER24US218-JA, VET24US218C2-JA, VEL24US219-zz-JA-H, 
VEL24US219-zz-JA, VER24US219-JA, VET24US219C2-JA, 
VEL24US220-zz-JA-H, VEL24US220-zz-JA, VER24US220-JA, 
VET24US220C2-JA, VEL24US221-zz-JA-H, VEL24US221-zz-JA, 
VER24US221-JA, VET24US221C2-JA, VEL24US222-zz-JA-H, 
VEL24US222-zz-JA, VER24US222-JA, VET24US222C2-JA, 
VEL24US223-zz-JA-H, VEL24US223-zz-JA, VER24US223-JA, 
VET24US223C2-JA, VEL24US224-zz-JA-H, VEL24US224-zz-JA, 
VER24US224-JA, VET24US224C2-JA, VEL24US225-zz-JA-H, 
VEL24US225-zz-JA, VER24US225-JA, VET24US225C2-JA, 
VEL24US226-zz-JA-H, VEL24US226-zz-JA, VER24US226-JA, 
VET24US226C2-JA, VEL24US227-zz-JA-H, VEL24US227-zz-JA, 
VER24US227-JA, VET24US227C2-JA, VEL24US228-zz-JA-H, 
VEL24US228-zz-JA, VER24US228-JA, VET24US228C2-JA, 
VEL24US229-zz-JA-H, VEL24US229-zz-JA, VER24US229-JA, 
VET24US229C2-JA, VEL24US230-zz-JA-H, VEL24US230-zz-JA, 
VER24US230-JA, VET24US230C2-JA, VEL24US231-zz-JA-H, 
VEL24US231-zz-JA, VER24US231-JA, VET24US231C2-JA, 
VEL24US232-zz-JA-H, VEL24US232-zz-JA, VER24US232-JA, 
VET24US232C2-JA, VEL24US233-zz-JA-H, VEL24US233-zz-JA, 
VER24US233-JA, VET24US233C2-JA, VEL24US234-zz-JA-H, 
VEL24US234-zz-JA, VER24US234-JA, VET24US234C2-JA, 
VEL24US235-zz-JA-H, VEL24US235-zz-JA, VER24US235-JA, 
VET24US235C2-JA, VEL24US236-zz-JA-H, VEL24US236-zz-JA, 
VER24US236-JA, VET24US236C2-JA, VEL24US237-zz-JA-H, 
VEL24US237-zz-JA, VER24US237-JA, VET24US237C2-JA, 
VEL24US238-zz-JA-H, VEL24US238-zz-JA, VER24US238-JA, 
VET24US238C2-JA, VEL24US239-zz-JA-H, VEL24US239-zz-JA, 
VER24US239-JA, VET24US239C2-JA, VEL24US240-zz-JA-H, 
VEL24US240-zz-JA, VER24US240-JA, VET24US240C2-JA 
(zz = EU, UK stands for different plug type, EU for European 
plug, UK for United Kingdom plug.)

Brand Name: XP
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Parameters:
Rated Input: 100-240VAC or 200-240VAC, 50/60Hz, 0.6A
Rated Output: See below table for details
Protection Class: II
Degree of Protection: IP20 

Model Rated output
Voltage (VDC)

Rated output
Current (A)

Max. Output 
Power (W)

VEL18US050-zz-JA-H
VEL18US050-zz-JA
VER18US050-JA
VET18US050C2-JA

5.0 3.6 18.0

VEL18US051-zz-JA-H
VEL18US051-zz-JA
VER18US051-JA
VET18US051C2-JA

5.1 3.51 17.901

VEL18US052-zz-JA-H
VEL18US052-zz-JA
VER18US052-JA
VET18US052C2-JA

5.2 3.46 17.992

VEL18US053-zz-JA-H
VEL18US053-zz-JA
VER18US053-JA
VET18US053C2-JA

5.3 3.35 17.755

VEL18US054-zz-JA-H
VEL18US054-zz-JA
VER18US054-JA
VET18US054C2-JA

5.4 3.3 17.82

VEL18US055-zz-JA-H
VEL18US055-zz-JA
VER18US055-JA
VET18US055C2-JA

5.5 3.25 17.875

VEL18US056-zz-JA-H
VEL18US056-zz-JA
VER18US056-JA
VET18US056C2-JA

5.6 3.2 17.92

VEL18US057-zz-JA-H
VEL18US057-zz-JA,
VER18US057-JA
VET18US057C2-JA

5.7 3.15 17.955

VEL18US058-zz-JA-H
VEL18US058-zz-JA
VER18US058-JA
VET18US058C2-JA

5.8 3.05 17.69

VEL18US059-zz-JA-H
VEL18US059-zz-JA
VER18US059-JA
VET18US059C2-JA

5.9 3.0 17.7

VEL18US060-zz-JA-H
VEL18US060-zz-JA
VER18US060-JA
VET18US060C2-JA

6.0 3.0 18.0
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VEL18US061-zz-JA-H
VEL18US061-zz-JA
VER18US061-JA
VET18US061C2-JA

6.1 2.95 17.995

VEL18US062-zz-JA-H
VEL18US062-zz-JA
VER18US062-JA
VET18US062C2-JA

6.2 2.85 17.67

VEL18US063-zz-JA-H
VEL18US063-zz-JA
VER18US063-JA
 VET18US063C2-JA

6.3 2.8 17.64

VEL18US064-zz-JA-H
VEL18US064-zz-JA
VER18US064-JA
VET18US064C2-JA

6.4 2.75 17.6

VEL18US065-zz-JA-H
VEL18US065-zz-JA
VER18US065-JA
VET18US065C2-JA

6.5 2.7 17.55

VEL18US066-zz-JA-H
VEL18US066-zz-JA
VER18US066-JA
VET18US066C2-JA

6.6 2.65 17.49

VEL18US067-zz-JA-H
VEL18US067-zz-JA
VER18US067-JA
VET18US067C2-JA

6.7 2.65 17.755

VEL18US068-zz-JA-H
VEL18US068-zz-JA
VER18US068-JA
VET18US068C2-JA

6.8 2.6 17.68

VEL18US069-zz-JA-H
VEL18US069-zz-JA
VER18US069-JA
VET18US069C2-JA

6.9 2.55 17.595

VEL18US070-zz-JA-H
VEL18US070-zz-JA
VER18US070-JA
VET18US070C2-JA

7.0 2.45 17.15

VEL18US071-zz-JA-H
VEL18US071-zz-JA
VER18US071-JA
VET18US071C2-JA

7.1 2.4 17.04

VEL18US072-zz-JA-H
VEL18US072-zz-JA
VER18US072-JA
VET18US072C2-JA

7.2 2.35 16.92

VEL18US073-zz-JA-H
VEL18US073-zz-JA
VER18US073-JA
VET18US073C2-JA

7.3 2.3 16.79

VEL18US074-zz-JA-H
VEL18US074-zz-JA 7.4 2.25 16.65
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VER18US074-JA
VET18US074C2-JA
VEL18US075-zz-JA-H
VEL18US075-zz-JA
VER18US075-JA
VET18US075C2-JA

7.5 2.2 16.5

VEL18US076-zz-JA-H
VEL18US076-zz-JA
VER18US076-JA
VET18US076C2-JA

7.6 2.2 16.72

VEL18US077-zz-JA-H
VEL18US077-zz-JA
VER18US077-JA
VET18US077C2-JA

7.7 2.25 17.325

VEL18US078-zz-JA-H
VEL18US078-zz-JA
VER18US078-JA
VET18US078C2-JA

7.8 2.2 17.16

VEL18US079-zz-JA-H
VEL18US079-zz-JA
VER18US079-JA
VET18US079C2-JA

7.9 2.15 16.985

VEL18US080-zz-JA-H
VEL18US080-zz-JA
VER18US080-JA
VET18US080C2-JA

8.0 2.1 16.8

VEL18US081-zz-JA-H
VEL18US081-zz-JA
VER18US081-JA
VET18US081C2-JA

8.1 2.05 16.605

VEL18US082-zz-JA-H
VEL18US082-zz-JA
VER18US082-JA
VET18US082C2-JA

8.2 2.05 16.81

VEL18US083-zz-JA-H
VEL18US083-zz-JA
VER18US083-JA
VET18US083C2-JA

8.3 2.05 17.015

VEL18US084-zz-JA-H
VEL18US084-zz-JA
VER18US084-JA
VET18US084C2-JA

8.4 2.14 17.976

VEL18US085-zz-JA-H
VEL18US085-zz-JA
VER18US085-JA
VET18US085C2-JA

8.5 2.12 18.02

VEL18US086-zz-JA-H
VEL18US086-zz-JA
VER18US086-JA
VET18US086C2-JA

8.6 2.09 17.974

VEL18US087-zz-JA-H
VEL18US087-zz-JA
VER18US087-JA
VET18US087C2-JA

8.7 2.07 18.009
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VEL18US088-zz-JA-H
VEL18US088-zz-JA
VER18US088-JA
VET18US088C2-JA

8.8 2.05 18.04

VEL18US089-zz-JA-H
VEL18US089-zz-JA
VER18US089-JA
VET18US089C2-JA

8.9 2.02 17.978

VEL18US090-zz-JA-H
VEL18US090-zz-JA
VER18US090-JA
VET18US090C2-JA

9.0 2.0 18.0

VEL18US091-zz-JA-H
VEL18US091-zz-JA
VER18US091-JA
VET18US091C2-JA

9.1 1.98 18.018

VEL18US092-zz-JA-H
VEL18US092-zz-JA
VER18US092-JA
VET18US092C2-JA

9.2 1.96 18.032

VEL18US093-zz-JA-H
VEL18US093-zz-JA
VER18US093-JA
VET18US093C2-JA

9.3 1.94 18.042

VEL18US094-zz-JA-H
VEL18US094-zz-JA
VER18US094-JA
VET18US094C2-JA

9.4 1.92 18.048

VEL18US095-zz-JA-H
VEL18US095-zz-JA
VER18US095-JA
VET18US095C2-JA

9.5 1.9 18.05

VEL18US096-zz-JA-H
VEL18US096-zz-JA
VER18US096-JA
VET18US096C2-JA

9.6 1.88 18.048

VEL18US097-zz-JA-H
VEL18US097-zz-JA
VER18US097-JA
VET18US097C2-JA

9.7 1.86 18.042

VEL18US098-zz-JA-H
VEL18US098-zz-JA
VER18US098-JA
VET18US098C2-JA

9.8 1.84 18.032

VEL18US099-zz-JA-H
VEL18US099-zz-JA
VER18US099-JA
VET18US099C2-JA

9.9 1.82 18.018

VEL18US100-zz-JA-H
VEL18US100-zz-JA
VER18US100-JA
VET18US100C2-JA

10.0 1.8 18.0

VEL18US101-zz-JA-H
VEL18US101-zz-JA 10.1 1.78 17.978
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VER18US101-JA
VET18US101C2-JA
VEL18US102-zz-JA-H
VEL18US102-zz-JA
VER18US102-JA
VET18US102C2-JA

10.2 1.77 18.054

VEL18US103-zz-JA-H
VEL18US103-zz-JA
VER18US103-JA
VET18US103C2-JA

10.3 1.75 18.025

VEL18US104-zz-JA-H
VEL18US104-zz-JA
VER18US104-JA
VET18US104C2-JA

10.4 1.73 17.992

VEL18US105-zz-JA-H
VEL18US105-zz-JA
VER18US105-JA
VET18US105C2-JA

10.5 1.71 17.955

VEL18US106-zz-JA-H
VEL18US106-zz-JA
VER18US106-JA
VET18US106C2-JA

10.6 1.7 18.02

VEL18US107-zz-JA-H
VEL18US107-zz-JA
VER18US107-JA
VET18US107C2-JA

10.7 1.68 17.976

VEL18US108-zz-JA-H
VEL18US108-zz-JA
VER18US108-JA
VET18US108C2-JA

10.8 1.67 18.036

VEL18US109-zz-JA-H
VEL18US109-zz-JA
VER18US109-JA
VET18US109C2-JA

10.9 1.65 17.985

VEL18US110-zz-JA-H
VEL18US110-zz-JA
VER18US110-JA
VET18US110C2-JA

11.0 1.64 18.04

VEL18US111-zz-JA-H
VEL18US111-zz-JA
VER18US111-JA
VET18US111C2-JA

11.1 1.62 17.982

VEL18US112-zz-JA-H
VEL18US112-zz-JA
VER18US112-JA
VET18US112C2-JA

11.2 1.61 18.032

VEL18US113-zz-JA-H
VEL18US113-zz-JA
VER18US113-JA
VET18US113C2-JA

11.3 1.59 17.967

VEL18US114-zz-JA-H
VEL18US114-zz-JA
VER18US114-JA
VET18US114C2-JA

11.4 1.58 18.012
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VEL18US115-zz-JA-H
VEL18US115-zz-JA
VER18US115-JA
VET18US115C2-JA

11.5 1.57 18.055

VEL18US116-zz-JA-H
VEL18US116-zz-JA
VER18US116-JA
VET18US116C2-JA

11.6 1.55 17.98

VEL18US117-zz-JA-H
VEL18US117-zz-JA
VER18US117-JA
VET18US117C2-JA

11.7 1.54 18.018

VEL18US118-zz-JA-H
VEL18US118-zz-JA
VER18US118-JA
VET18US118C2-JA

11.8 1.53 18.054

VEL18US119-zz-JA-H
VEL18US119-zz-JA
VER18US119-JA
VET18US119C2-JA

11.9 1.51 17.969

VEL18US120-zz-JA-H
VEL18US120-zz-JA
VER18US120-JA
VET18US120C2-JA

12.0 1.5 18.0

VEL18US121-zz-JA-H
VEL18US121-zz-JA
VER18US121-JA
VET18US121C2-JA

12.1 1.49 18.029

VEL18US122-zz-JA-H
VEL18US122-zz-JA
VER18US122-JA
VET18US122C2-JA

12.2 1.48 18.056

VEL18US123-zz-JA-H
VEL18US123-zz-JA
VER18US123-JA
VET18US123C2-JA

12.3 1.46 17.958

VEL18US124-zz-JA-H
VEL18US124-zz-JA
VER18US124-JA
VET18US124C2-JA

12.4 1.45 17.98

VEL18US125-zz-JA-H
VEL18US125-zz-JA
VER18US125-JA
VET18US125C2-JA

12.5 1.44 18.0

VEL18US126-zz-JA-H
VEL18US126-zz-JA
VER18US126-JA
VET18US126C2-JA

12.6 1.43 18.018

VEL18US127-zz-JA-H
VEL18US127-zz-JA
VER18US127-JA
VET18US127C2-JA

12.7 1.42 18.034

VEL18US128-zz-JA-H
VEL18US128-zz-JA 12.8 1.41 18.048
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VER18US128-JA
VET18US128C2-JA
VEL18US129-zz-JA-H
VEL18US129-zz-JA
VER18US129-JA
VET18US129C2-JA

12.9 1.4 18.06

VEL18US130-zz-JA-H
VEL18US130-zz-JA
VER18US130-JA
VET18US130C2-JA

13.0 1.39 18.07

VEL18US131-zz-JA-H
VEL18US131-zz-JA
VER18US131-JA
VET18US131C2-JA

13.1 1.37 17.947

VEL18US132-zz-JA-H
VEL18US132-zz-JA
VER18US132-JA
VET18US132C2-JA

13.2 1.36 17.952

VEL18US133-zz-JA-H
VEL18US133-zz-JA
VER18US133-JA
VET18US133C2-JA

13.3 1.35 17.955

VEL18US134-zz-JA-H
VEL18US134-zz-JA
VER18US134-JA
VET18US134C2-JA

13.4 1.34 17.956

VEL18US135-zz-JA-H
VEL18US135-zz-JA
VER18US135-JA
 VET18US135C2-JA

13.5 1.33 17.955

VEL18US136-zz-JA-H
VEL18US136-zz-JA
VER18US136-JA
VET18US136C2-JA

13.6 1.32 17.952

VEL18US137-zz-JA-H
VEL18US137-zz-JA
VER18US137-JA
VET18US137C2-JA

13.7 1.31 17.947

VEL18US138-zz-JA-H
VEL18US138-zz-JA
VER18US138-JA
VET18US138C2-JA

13.8 1.3 17.94

VEL18US139-zz-JA-H
VEL18US139-zz-JA
VER18US139-JA
VET18US139C2-JA

13.9 1.3 18.07

VEL18US140-zz-JA-H
VEL18US140-zz-JA
VER18US140-JA
VET18US140C2-JA

14.0 1.29 18.06

VEL18US141-zz-JA-H
VEL18US141-zz-JA
VER18US141-JA
VET18US141C2-JA

14.1 1.28 18.048
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VEL18US142-zz-JA-H
VEL18US142-zz-JA
VER18US142-JA
VET18US142C2-JA

14.2 1.27 18.034

VEL18US143-zz-JA-H
VEL18US143-zz-JA
VER18US143-JA
VET18US143C2-JA

14.3 1.26 18.018

VEL18US144-zz-JA-H
VEL18US144-zz-JA
VER18US144-JA
VET18US144C2-JA

14.4 1.25 18.0

VEL18US145-zz-JA-H
VEL18US145-zz-JA
VER18US145-JA
VET18US145C2-JA

14.5 1.24 17.98

VEL18US146-zz-JA-H
VEL18US146-zz-JA
VER18US146-JA
VET18US146C2-JA

14.6 1.23 17.958

VEL18US147-zz-JA-H
VEL18US147-zz-JA
VER18US147-JA
VET18US147C2-JA

14.7 1.22 17.934

VEL18US148-zz-JA-H
VEL18US148-zz-JA
VER18US148-JA
VET18US148C2-JA

14.8 1.22 18.056

VEL18US149-zz-JA-H
VEL18US149-zz-JA
VER18US149-JA
VET18US149C2-JA

14.9 1.21 18.029

VEL18US150-zz-JA-H
VEL18US150-zz-JA
VER18US150-JA
VET18US150C2-JA

15.0 1.2 18.0

VEL18US151-zz-JA-H
VEL18US151-zz-JA
VER18US151-JA
VET18US151C2-JA

15.1 1.19 17.969

VEL18US152-zz-JA-H
VEL18US152-zz-JA
VER18US152-JA
VET18US152C2-JA

15.2 1.18 17.936

VEL18US153-zz-JA-H
VEL18US153-zz-JA
VER18US153-JA
VET18US153C2-JA

15.3 1.18 18.054

VEL18US154-zz-JA-H
VEL18US154-zz-JA
VER18US154-JA
VET18US154C2-JA

15.4 1.17 18.018

VEL18US155-zz-JA-H
VEL18US155-zz-JA 15.5 1.16 17.98
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VER18US155-JA
VET18US155C2-JA
VEL18US156-zz-JA-H
VEL18US156-zz-JA
VER18US156-JA
VET18US156C2-JA

15.6 1.15 17.94

VEL18US157-zz-JA-H
VEL18US157-zz-JA
VER18US157-JA
VET18US157C2-JA

15.7 1.15 18.055

VEL18US158-zz-JA-H
VEL18US158-zz-JA
VER18US158-JA
VET18US158C2-JA

15.8 1.14 18.012

VEL18US159-zz-JA-H
VEL18US159-zz-JA
VER18US159-JA
VET18US159C2-JA

15.9 1.13 17.967

VEL18US160-zz-JA-H
VEL18US160-zz-JA
VER18US160-JA
VET18US160C2-JA

16.0 1.13 18.08

VEL18US161-zz-JA-H
VEL18US161-zz-JA
VER18US161-JA
VET18US161C2-JA

16.1 1.12 18.032

VEL18US162-zz-JA-H
VEL18US162-zz-JA
VER18US162-JA
VET18US162C2-JA

16.2 1.11 17.982

VEL18US163-zz-JA-H
VEL18US163-zz-JA
VER18US163-JA
VET18US163C2-JA

16.3 1.1 17.93

VEL18US164-zz-JA-H
VEL18US164-zz-JA
VER18US164-JA
VET18US164C2-JA

16.4 1.1 18.04

VEL18US165-zz-JA-H
VEL18US165-zz-JA
VER18US165-JA
VET18US165C2-JA

16.5 1.09 17.985

VEL18US166-zz-JA-H
VEL18US166-zz-JA
VER18US166-JA
VET18US166C2-JA

16.6 1.08 17.928

VEL18US167-zz-JA-H
VEL18US167-zz-JA
VER18US167-JA
VET18US167C2-JA

16.7 1.08 18.036

VEL18US168-zz-JA-H
VEL18US168-zz-JA
VER18US168-JA
VET18US168C2-JA

16.8 1.07 17.976
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VEL18US169-zz-JA-H
VEL18US169-zz-JA
VER18US169-JA
VET18US169C2-JA

16.9 1.07 18.083

VEL18US170-zz-JA-H
VEL18US170-zz-JA
VER18US170-JA
VET18US170C2-JA

17.0 1.06 18.02

VEL18US171-zz-JA-H
VEL18US171-zz-JA
VER18US171-JA
VET18US171C2-JA

17.1 1.05 17.955

VEL18US172-zz-JA-H
VEL18US172-zz-JA
VER18US172-JA
VET18US172C2-JA

17.2 1.05 18.06

VEL18US173-zz-JA-H
VEL18US173-zz-JA
VER18US173-JA
VET18US173C2-JA

17.3 1.04 17.992

VEL18US174-zz-JA-H
VEL18US174-zz-JA
VER18US174-JA
VET18US174C2-JA

17.4 1.03 17.922

VEL18US175-zz-JA-H
VEL18US175-zz-JA
VER18US175-JA
VET18US175C2-JA

17.5 1.03 18.025

VEL18US176-zz-JA-H
VEL18US176-zz-JA
VER18US176-JA
VET18US176C2-JA

17.6 1.02 17.952

VEL18US177-zz-JA-H
VEL18US177-zz-JA
VER18US177-JA
VET18US177C2-JA

17.7 1.02 18.054

VEL18US178-zz-JA-H
VEL18US178-zz-JA
VER18US178-JA
VET18US178C2-JA

17.8 1.01 17.978

VEL18US179-zz-JA-H
VEL18US179-zz-JA
VER18US179-JA
VET18US179C2-JA

17.9 1.01 18.079

VEL18US180-zz-JA-H
VEL18US180-zz-JA
VER18US180-JA
VET18US180C2-JA

18.0 1.0 18.0

VEL18US181-zz-JA-H
VEL18US181-zz-JA
VER18US181-JA
VET18US181C2-JA

18.1 0.99 17.919

VEL18US182-zz-JA-H
VEL18US182-zz-JA 18.2 0.99 18.018
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VER18US182-JA
VET18US182C2-JA
VEL18US183-zz-JA-H
VEL18US183-zz-JA
VER18US183-JA
VET18US183C2-JA

18.3 0.98 17.934

VEL18US184-zz-JA-H
VEL18US184-zz-JA
VER18US184-JA
VET18US184C2-JA

18.4 0.98 18.032

VEL18US185-zz-JA-H
VEL18US185-zz-JA
VER18US185-JA
VET18US185C2-JA

18.5 0.97 17.945

VEL18US186-zz-JA-H
VEL18US186-zz-JA
VER18US186-JA
VET18US186C2-JA

18.6 0.97 18.042

VEL18US187-zz-JA-H
VEL18US187-zz-JA
VER18US187-JA
VET18US187C2-JA

18.7 0.96 17.952

VEL18US188-zz-JA-H
VEL18US188-zz-JA
VER18US188-JA
VET18US188C2-JA

18.8 0.96 18.048

VEL18US189-zz-JA-H
VEL18US189-zz-JA
VER18US189-JA
VET18US189C2-JA

18.9 0.95 17.955

VEL18US190-zz-JA-H
VEL18US190-zz-JA
VER18US190-JA
VET18US190C2-JA

19.0 0.95 18.05

VEL18US191-zz-JA-H
VEL18US191-zz-JA
VER18US191-JA
VET18US191C2-JA

19.1 0.94 17.954

VEL18US192-zz-JA-H
VEL18US192-zz-JA
VER18US192-JA
VET18US192C2-JA

19.2 0.94 18.048

VEL18US193-zz-JA-H
VEL18US193-zz-JA
VER18US193-JA
VET18US193C2-JA

19.3 0.93 17.949

VEL18US194-zz-JA-H
VEL18US194-zz-JA
VER18US194-JA
VET18US194C2-JA

19.4 0.93 18.042

VEL18US195-zz-JA-H
VEL18US195-zz-JA
VER18US195-JA
VET18US195C2-JA

19.5 0.92 17.94
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VEL18US196-zz-JA-H
VEL18US196-zz-JA
VER18US196-JA
VET18US196C2-JA

19.6 0.92 18.032

VEL18US197-zz-JA-H
VEL18US197-zz-JA
VER18US197-JA
VET18US197C2-JA

19.7 0.91 17.927

VEL18US198-zz-JA-H
VEL18US198-zz-JA
VER18US198-JA
VET18US198C2-JA

19.8 0.91 18.018

VEL18US199-zz-JA-H
VEL18US199-zz-JA
VER18US199-JA
VET18US199C2-JA

19.9 0.91 18.109

VEL18US200-zz-JA-H
VEL18US200-zz-JA
VER18US200-JA
VET18US200C2-JA

20.0 0.9 18.0

VEL18US201-zz-JA-H
VEL18US201-zz-JA
VER18US201-JA
VET18US201C2-JA

20.1 0.9 18.09

VEL18US202-zz-JA-H
VEL18US202-zz-JA
VER18US202-JA
VET18US202C2-JA

20.2 0.89 17.978

VEL18US203-zz-JA-H
VEL18US203-zz-JA
VER18US203-JA
VET18US203C2-JA

20.3 0.89 18.067

VEL18US204-zz-JA-H
VEL18US204-zz-JA
VER18US204-JA
VET18US204C2-JA

20.4 0.88 17.952

VEL18US205-zz-JA-H
VEL18US205-zz-JA
VER18US205-JA
VET18US205C2-JA

20.5 0.88 18.04

VEL18US206-zz-JA-H
VEL18US206-zz-JA
VER18US206-JA
VET18US206C2-JA

20.6 0.87 17.922

VEL18US207-zz-JA-H
VEL18US207-zz-JA
VER18US207-JA
VET18US207C2-JA

20.7 0.87 18.009

VEL18US208-zz-JA-H
VEL18US208-zz-JA
VER18US208-JA
VET18US208C2-JA

20.8 0.87 18.096

VEL18US209-zz-JA-H
VEL18US209-zz-JA 20.9 0.86 17.974
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VER18US209-JA
VET18US209C2-JA
VEL18US210-zz-JA-H
VEL18US210-zz-JA
VER18US210-JA
VET18US210C2-JA

21.0 0.86 18.06

VEL18US211-zz-JA-H
VEL18US211-zz-JA
VER18US211-JA
VET18US211C2-JA

21.1 0.85 17.935

VEL18US212-zz-JA-H
VEL18US212-zz-JA
VER18US212-JA
VET18US212C2-JA

21.2 0.85 18.02

VEL18US213-zz-JA-H
VEL18US213-zz-JA
VER18US213-JA
VET18US213C2-JA

21.3 0.85 18.105

VEL18US214-zz-JA-H
VEL18US214-zz-JA
VER18US214-JA
VET18US214C2-JA

21.4 0.84 17.976

VEL18US215-zz-JA-H
VEL18US215-zz-JA
VER18US215-JA
VET18US215C2-JA

21.5 0.84 18.06

VEL18US216-zz-JA-H
VEL18US216-zz-JA
VER18US216-JA
VET18US216C2-JA

21.6 0.83 17.928

VEL18US217-zz-JA-H
VEL18US217-zz-JA
VER18US217-JA
VET18US217C2-JA

21.7 0.83 18.011

VEL18US218-zz-JA-H
VEL18US218-zz-JA
VER18US218-JA
VET18US218C2-JA

21.8 0.83 18.094

VEL18US219-zz-JA-H
VEL18US219-zz-JA
VER18US219-JA
VET18US219C2-JA

21.9 0.82 17.958

VEL18US220-zz-JA-H
VEL18US220-zz-JA
VER18US220-JA
VET18US220C2-JA

22.0 0.82 18.04

VEL18US221-zz-JA-H
VEL18US221-zz-JA
VER18US221-JA
VET18US221C2-JA

22.1 0.81 17.901

VEL18US222-zz-JA-H
VEL18US222-zz-JA
VER18US222-JA
VET18US222C2-JA

22.2 0.81 17.982
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VEL18US223-zz-JA-H
VEL18US223-zz-JA
VER18US223-JA
VET18US223C2-JA

22.3 0.81 18.063

VEL18US224-zz-JA-H
VEL18US224-zz-JA
VER18US224-JA
VET18US224C2-JA

22.4 0.8 17.92

VEL18US225-zz-JA-H
VEL18US225-zz-JA
VER18US225-JA
VET18US225C2-JA

22.5 0.8 18.0

VEL18US226-zz-JA-H
VEL18US226-zz-JA
VER18US226-JA
VET18US226C2-JA

22.6 0.8 18.08

VEL18US227-zz-JA-H
VEL18US227-zz-JA
VER18US227-JA
VET18US227C2-JA

22.7 0.79 17.933

VEL18US228-zz-JA-H
VEL18US228-zz-JA
VER18US228-JA
VET18US228C2-JA

22.8 0.79 18.012

VEL18US229-zz-JA-H
VEL18US229-zz-JA
VER18US229-JA
VET18US229C2-JA

22.9 0.79 18.091

VEL18US230-zz-JA-H
VEL18US230-zz-JA
VER18US230-JA
VET18US230C2-JA

23.0 0.78 17.94

VEL18US231-zz-JA-H
VEL18US231-zz-JA
VER18US231-JA
VET18US231C2-JA

23.1 0.78 18.018

VEL18US232-zz-JA-H
VEL18US232-zz-JA
VER18US232-JA
VET18US232C2-JA

23.2 0.78 18.096

VEL18US233-zz-JA-H
VEL18US233-zz-JA
VER18US233-JA
VET18US233C2-JA

23.3 0.77 17.941

VEL18US234-zz-JA-H
VEL18US234-zz-JA
VER18US234-JA
VET18US234C2-JA

23.4 0.77 18.018

VEL18US235-zz-JA-H
VEL18US235-zz-JA
VER18US235-JA
VET18US235C2-JA

23.5 0.77 18.095

VEL18US236-zz-JA-H
VEL18US236-zz-JA 23.6 0.76 17.936
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VER18US236-JA
VET18US236C2-JA
VEL18US237-zz-JA-H
VEL18US237-zz-JA
VER18US237-JA
VET18US237C2-JA

23.7 0.76 18.012

VEL18US238-zz-JA-H
VEL18US238-zz-JA
VER18US238-JA
VET18US238C2-JA

23.8 0.76 18.088

VEL18US239-zz-JA-H
VEL18US239-zz-JA
VER18US239-JA
VET18US239C2-JA

23.9 0.75 17.925

VEL18US240-zz-JA-H
VEL18US240-zz-JA
VER18US240-JA
VET18US240C2-JA

24.0 0.75 18.0

VEL24US090-zz-JA-H
VEL24US090-zz-JA
VER24US090-JA
VET24US090C2-JA

9.0 2.65 23.85

VEL24US091-zz-JA-H
VEL24US091-zz-JA
VER24US091-JA
VET24US091C2-JA

9.1 2.6 23.66

VEL24US092-zz-JA-H
VEL24US092-zz-JA
VER24US092-JA
VET24US092C2-JA

9.2 2.55 23.46

VEL24US093-zz-JA-H
VEL24US093-zz-JA
VER24US093-JA
VET24US093C2-JA

9.3 2.5 23.25

VEL24US094-zz-JA-H
VEL24US094-zz-JA
VER24US094-JA
VET24US094C2-JA

9.4 2.45 23.03

VEL24US095-zz-JA-H
VEL24US095-zz-JA
VER24US095-JA
VET24US095C2-JA

9.5 2.5 23.75

VEL24US096-zz-JA-H
VEL24US096-zz-JA
VER24US096-JA
VET24US096C2-JA

9.6 2.45 23.52

VEL24US097-zz-JA-H
VEL24US097-zz-JA
VER24US097-JA
VET24US097C2-JA

9.7 2.4 23.28

VEL24US098-zz-JA-H
VEL24US098-zz-JA
VER24US098-JA
VET24US098C2-JA

9.8 2.35 23.03
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VEL24US099-zz-JA-H
VEL24US099-zz-JA
VER24US099-JA
VET24US099C2-JA

9.9 2.35 23.265

VEL24US100-zz-JA-H
VEL24US100-zz-JA
VER24US100-JA
VET24US100C2-JA

10.0 2.3 23.0

VEL24US101-zz-JA-H
VEL24US101-zz-JA
VER24US101-JA
VET24US101C2-JA

10.1 2.25 22.725

VEL24US102-zz-JA-H
VEL24US102-zz-JA
VER24US102-JA
VET24US102C2-JA

10.2 2.2 22.44

VEL24US103-zz-JA-H
VEL24US103-zz-JA
VER24US103-JA
VET24US103C2-JA

10.3 2.3 23.69

VEL24US104-zz-JA-H
VEL24US104-zz-JA
VER24US104-JA
VET24US104C2-JA

10.4 2.25 23.4

VEL24US105-zz-JA-H
VEL24US105-zz-JA
VER24US105-JA
VET24US105C2-JA

10.5 2.2 23.1

VEL24US106-zz-JA-H
VEL24US106-zz-JA
VER24US106-JA
VET24US106C2-JA

10.6 2.15 22.79

VEL24US107-zz-JA-H
VEL24US107-zz-JA
VER24US107-JA
VET24US107C2-JA

10.7 2.1 22.47

VEL24US108-zz-JA-H
VEL24US108-zz-JA
VER24US108-JA
VET24US108C2-JA

10.8 2.2 23.76

VEL24US109-zz-JA-H
VEL24US109-zz-JA
VER24US109-JA
VET24US109C2-JA

10.9 2.15 23.435

VEL24US110-zz-JA-H
VEL24US110-zz-JA
VER24US110-JA
VER24US110C2-JA

11.0 2.15 23.65

VEL24US111-zz-JA-H
VEL24US111-zz-JA
VER24US111-JA
VET24US111C2-JA

11.1 2.1 23.31

VEL24US112-zz-JA-H
VEL24US112-zz-JA 11.2 2.05 22.96



C E R T I F I C A T E
No. Z1A 065969 0299 Rev. 00

Page 27 of 36
TÜV SÜD Product Service GmbH • Certification Body • Ridlerstraße 65 • 80339 Munich • Germany

VER24US112-JA
VET24US112C2-JA
VEL24US113-zz-JA-H
VEL24US113-zz-JA
VER24US113-JA
VET24US113C2-JA

11.3 2.05 23.165

VEL24US114-zz-JA-H
VEL24US114-zz-JA
VER24US114-JA
VET24US114C2-JA

11.4 2.0 22.8

VEL24US115-zz-JA-H
VEL24US115-zz-JA
VER24US115-JA
VET24US115C2-JA

11.5 2.0 23.0

VEL24US116-zz-JA-H
VEL24US116-zz-JA
VER24US116-JA
VET24US116C2-JA

11.6 2.0 23.2

VEL24US117-zz-JA-H
VEL24US117-zz-JA
VER24US117-JA
VET24US117C2-JA

11.7 2.0 23.4

VEL24US118-zz-JA-H
VEL24US118-zz-JA
VER24US118-JA
VET24US118C2-JA

11.8 2.0 23.6

VEL24US119-zz-JA-H
VEL24US119-zz-JA
VER24US119-JA
VET24US119C2-JA

11.9 2.0 23.8

VEL24US120-zz-JA-H
VEL24US120-zz-JA
VER24US120-JA
VET24US120C2-JA

12.0 2.0 24.0

VEL24US121-zz-JA-H
VEL24US121-zz-JA
VER24US121-JA
VET24US121C2-JA

12.1 1.98 23.958

VEL24US122-zz-JA-H
VEL24US122-zz-JA
VER24US122-JA
VET24US122C2-JA

12.2 1.96 23.912

VEL24US123-zz-JA-H
VEL24US123-zz-JA
VER24US123-JA
VET24US123C2-JA

12.3 1.95 23.985

VEL24US124-zz-JA-H
VEL24US124-zz-JA
VER24US124-JA
VET24US124C2-JA

12.4 1.93 23.932

VEL24US125-zz-JA-H
VEL24US125-zz-JA
VER24US125-JA
VET24US125C2-JA

12.5 1.9 23.75
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VEL24US126-zz-JA-H
VEL24US126-zz-JA
VER24US126-JA
VET24US126C2-JA

12.6 1.88 23.688

VEL24US127-zz-JA-H
VEL24US127-zz-JA
VER24US127-JA
VET24US127C2-JA

12.7 1.87 23.749

VEL24US128-zz-JA-H
VEL24US128-zz-JA
VER24US128-JA
VET24US128C2-JA

12.8 1.86 23.808

VEL24US129-zz-JA-H
VEL24US129-zz-JA
VER24US129-JA
VET24US129C2-JA

12.9 1.85 23.865

VEL24US130-zz-JA-H
VEL24US130-zz-JA
VER24US130-JA
VET24US130C2-JA

13.0 1.84 23.92

VEL24US131-zz-JA-H
VEL24US131-zz-JA
VER24US131-JA
VET24US131C2-JA

13.1 1.83 23.973

VEL24US132-zz-JA-H
VEL24US132-zz-JA
VER24US132-JA
VET24US132C2-JA

13.2 1.81 23.892

VEL24US133-zz-JA-H
VEL24US133-zz-JA
VER24US133-JA
VET24US133C2-JA

13.3 1.8 23.94

VEL24US134-zz-JA-H
VEL24US134-zz-JA
VER24US134-JA
VET24US134C2-JA

13.4 1.79 23.986

VEL24US135-zz-JA-H
VEL24US135-zz-JA
VER24US135-JA
VET24US135C2-JA

13.5 1.77 23.895

VEL24US136-zz-JA-H
VEL24US136-zz-JA
VER24US136-JA
VET24US136C2-JA

13.6 1.76 23.936

VEL24US137-zz-JA-H
VEL24US137-zz-JA
VER24US137-JA
VET24US137C2-JA

13.7 1.75 23.975

VEL24US138-zz-JA-H
VEL24US138-zz-JA
VER24US138-JA
VET24US138C2-JA

13.8 1.73 23.874

VEL24US139-zz-JA-H
VEL24US139-zz-JA 13.9 1.71 23.769



C E R T I F I C A T E
No. Z1A 065969 0299 Rev. 00

Page 29 of 36
TÜV SÜD Product Service GmbH • Certification Body • Ridlerstraße 65 • 80339 Munich • Germany

VER24US139-JA
VET24US139C2-JA
VEL24US140-zz-JA-H
VEL24US140-zz-JA
VER24US140-JA
VET24US140C2-JA

14.0 1.69 23.66

VEL24US141-zz-JA-H
VEL24US141-zz-JA
VER24US141-JA
VET24US141C2-JA

14.1 1.68 23.688

VEL24US142-zz-JA-H
VEL24US142-zz-JA
VER24US142-JA
VET24US142C2-JA

14.2 1.67 23.714

VEL24US143-zz-JA-H
VEL24US143-zz-JA
VER24US143-JA
VET24US143C2-JA

14.3 1.68 24.024

VEL24US144-zz-JA-H
VEL24US144-zz-JA
VER24US144-JA
VET24US144C2-JA

14.4 1.66 23.904

VEL24US145-zz-JA-H
VEL24US145-zz-JA
VER24US145-JA
VET24US145C2-JA

14.5 1.65 23.925

VEL24US146-zz-JA-H
VEL24US146-zz-JA
VER24US146-JA
VET24US146C2-JA

14.6 1.63 23.798

VEL24US147-zz-JA-H
VEL24US147-zz-JA
VER24US147-JA
VET24US147C2-JA

14.7 1.62 23.814

VEL24US148-zz-JA-H
VEL24US148-zz-JA
VER24US148-JA
VET24US148C2-JA

14.8 1.62 23.976

VEL24US149-zz-JA-H
VEL24US149-zz-JA
VER24US149-JA
VET24US149C2-JA

14.9 1.6 23.84

VEL24US150-zz-JA-H
VEL24US150-zz-JA
VER24US150-JA
VET24US150C2-JA

15.0 1.58 23.7

VEL24US151-zz-JA-H
VEL24US151-zz-JA
VER24US151-JA
VET24US151C2-JA

15.1 1.57 23.707

VEL24US152-zz-JA-H
VEL24US152-zz-JA
VER24US152-JA
VET24US152C2-JA

15.2 1.56 23.712



C E R T I F I C A T E
No. Z1A 065969 0299 Rev. 00

Page 30 of 36
TÜV SÜD Product Service GmbH • Certification Body • Ridlerstraße 65 • 80339 Munich • Germany

VEL24US153-zz-JA-H
VEL24US153-zz-JA
VER24US153-JA
VET24US153C2-JA

15.3 1.55 23.715

VEL24US154-zz-JA-H
VEL24US154-zz-JA
VER24US154-JA
VET24US154C2-JA

15.4 1.54 23.716

VEL24US155-zz-JA-H
VEL24US155-zz-JA
VER24US155-JA
VET24US155C2-JA

15.5 1.53 23.715

VEL24US156-zz-JA-H
VEL24US156-zz-JA
VER24US156-JA
VET24US156C2-JA

15.6 1.52 23.712

VEL24US157-zz-JA-H
VEL24US157-zz-JA
VER24US157-JA
VET24US157C2-JA

15.7 1.51 23.707

VEL24US158-zz-JA-H
VEL24US158-zz-JA
VER24US158-JA
VET24US158C2-JA

15.8 1.5 23.7

VEL24US159-zz-JA-H
VEL24US159-zz-JA
VER24US159-JA
VET24US159C2-JA

15.9 1.49 23.691

VEL24US160-zz-JA-H
VEL24US160-zz-JA
VER24US160-JA
VET24US160C2-JA

16.0 1.48 23.68

VEL24US161-zz-JA-H
VEL24US161-zz-JA
VER24US161-JA
VET24US161C2-JA

16.1 1.47 23.667

VEL24US162-zz-JA-H
VEL24US162-zz-JA
VER24US162-JA
VET24US162C2-JA

16.2 1.46 23.652

VEL24US163-zz-JA-H
VEL24US163-zz-JA
VER24US163-JA
VET24US163C2-JA

16.3 1.45 23.635

VEL24US164-zz-JA-H
VEL24US164-zz-JA
VER24US164-JA
VET24US164C2-JA

16.4 1.44 23.616

VEL24US165-zz-JA-H
VEL24US165-zz-JA
VER24US165-JA
VET24US165C2-JA

16.5 1.43 23.595

VEL24US166-zz-JA-H
VEL24US166-zz-JA 16.6 1.42 23.572
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VER24US166-JA
VET24US166C2-JA
VEL24US167-zz-JA-H
VEL24US167-zz-JA
VER24US167-JA
VET24US167C2-JA

16.7 1.42 23.714

VEL24US168-zz-JA-H
VEL24US168-zz-JA
VER24US168-JA
VET24US168C2-JA

16.8 1.42 23.856

VEL24US169-zz-JA-H
VEL24US169-zz-JA
VER24US169-JA
VET24US169C2-JA

16.9 1.41 23.829

VEL24US170-zz-JA-H
VEL24US170-zz-JA
VER24US170-JA
VET24US170C2-JA

17.0 1.41 23.97

VEL24US171-zz-JA-H
VEL24US171-zz-JA
VER24US171-JA
VET24US171C2-JA

17.1 1.4 23.94

VEL24US172-zz-JA-H
VEL24US172-zz-JA
VER24US172-JA
VET24US172C2-JA

17.2 1.39 23.908

VEL24US173-zz-JA-H
VEL24US173-zz-JA
VER24US173-JA
VET24US173C2-JA

17.3 1.38 23.874

VEL24US174-zz-JA-H
VEL24US174-zz-JA
VER24US174-JA
VET24US174C2-JA

17.4 1.37 23.838

VEL24US175-zz-JA-H
VEL24US175-zz-JA
VER24US175-JA
VET24US175C2-JA

17.5 1.36 23.8

VEL24US176-zz-JA-H
VEL24US176-zz-JA
VER24US176-JA
VET24US176C2-JA

17.6 1.36 23.936

VEL24US177-zz-JA-H
VEL24US177-zz-JA
VER24US177-JA
VET24US177C2-JA

17.7 1.35 23.895

VEL24US178-zz-JA-H
VEL24US178-zz-JA
VER24US178-JA
VET24US178C2-JA

17.8 1.34 23.852

VEL24US179-zz-JA-H
VEL24US179-zz-JA
VER24US179-JA
VET24US179C2-JA

17.9 1.33 23.807
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VEL24US180-zz-JA-H
VEL24US180-zz-JA
VER24US180-JA
VET24US180C2-JA

18.0 1.32 23.76

VEL24US181-zz-JA-H
VEL24US181-zz-JA
VER24US181-JA
VET24US181C2-JA

18.1 1.32 23.892

VEL24US182-zz-JA-H
VEL24US182-zz-JA
VER24US182-JA
VET24US182C2-JA

18.2 1.31 23.842

VEL24US183-zz-JA-H
VEL24US183-zz-JA
VER24US183-JA
VET24US183C2-JA

18.3 1.3 23.79

VEL24US184-zz-JA-H
VEL24US184-zz-JA
VER24US184-JA
VET24US184C2-JA

18.4 1.3 23.92

VEL24US185-zz-JA-H
VEL24US185-zz-JA
VER24US185-JA
VET24US185C2-JA

18.5 1.29 23.865

VEL24US186-zz-JA-H
VEL24US186-zz-JA
VER24US186-JA
VET24US186C2-JA

18.6 1.28 23.808

VEL24US187-zz-JA-H
VEL24US187-zz-JA
VER24US187-JA
VET24US187C2-JA

18.7 1.27 23.749

VEL24US188-zz-JA-H
VEL24US188-zz-JA
VER24US188-JA
VET24US188C2-JA

18.8 1.26 23.688

VEL24US189-zz-JA-H
VEL24US189-zz-JA
VER24US189-JA
VET24US189C2-JA

18.9 1.25 23.625

VEL24US190-zz-JA-H
VEL24US190-zz-JA
VER24US190-JA
VET24US190C2-JA

19.0 1.24 23.56

VEL24US191-zz-JA-H
VEL24US191-zz-JA
VER24US191-JA
VET24US191C2-JA

19.1 1.23 23.493

VEL24US192-zz-JA-H
VEL24US192-zz-JA
VER24US192-JA
VET24US192C2-JA

19.2 1.22 23.424

VEL24US193-zz-JA-H
VEL24US193-zz-JA 19.3 1.21 23.353
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VER24US193-JA
VET24US193C2-JA
VEL24US194-zz-JA-H
VEL24US194-zz-JA
VER24US194-JA
VET24US194C2-JA

19.4 1.2 23.28

VEL24US195-zz-JA-H
VEL24US195-zz-JA
VER24US195-JA
VET24US195C2-JA

19.5 1.2 23.4

VEL24US196-zz-JA-H
VEL24US196-zz-JA
VER24US196-JA
VET24US196C2-JA

19.6 1.2 23.52

VEL24US197-zz-JA-H
VEL24US197-zz-JA
VER24US197-JA
VET24US197C2-JA

19.7 1.19 23.443

VEL24US198-zz-JA-H
VEL24US198-zz-JA
VER24US198-JA
VET24US198C2-JA

19.8 1.18 23.364

VEL24US199-zz-JA-H
VEL24US199-zz-JA
VER24US199-JA
VET24US199C2-JA

19.9 1.17 23.283

VEL24US200-zz-JA-H
VEL24US200-zz-JA
VER24US200-JA
VET24US200C2-JA

20.0 1.16 23.2

VEL24US201-zz-JA-H
VEL24US201-zz-JA
VER24US201-JA
VET24US201C2-JA

20.1 1.15 23.115

VEL24US202-zz-JA-H
VEL24US202-zz-JA
VER24US202-JA
VET24US202C2-JA

20.2 1.14 23.028

VEL24US203-zz-JA-H
VEL24US203-zz-JA
VER24US203-JA
VET24US203C2-JA

20.3 1.13 22.939

VEL24US204-zz-JA-H
VEL24US204-zz-JA
VER24US204-JA
VET24US204C2-JA

20.4 1.12 22.848

VEL24US205-zz-JA-H
VEL24US205-zz-JA
VER24US205-JA
VET24US205C2-JA

20.5 1.11 22.755

VEL24US206-zz-JA-H
VEL24US206-zz-JA
VER24US206-JA
VET24US206C2-JA

20.6 1.1 22.66
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VEL24US207-zz-JA-H
VEL24US207-zz-JA
VER24US207-JA
VET24US207C2-JA

20.7 1.09 22.563

VEL24US208-zz-JA-H
VEL24US208-zz-JA
VER24US208-JA
VET24US208C2-JA

20.8 1.08 22.464

VEL24US209-zz-JA-H
VEL24US209-zz-JA
VER24US209-JA
VET24US209C2-JA

20.9 1.07 22.363

VEL24US210-zz-JA-H
VEL24US210-zz-JA
VER24US210-JA
VET24US210C2-JA

21.0 1.06 22.26

VEL24US211-zz-JA-H
VEL24US211-zz-JA
VER24US211-JA
VET24US211C2-JA

21.1 1.12 23.632

VEL24US212-zz-JA-H
VEL24US212-zz-JA
VER24US212-JA
VET24US212C2-JA

21.2 1.11 23.532

VEL24US213-zz-JA-H
VEL24US213-zz-JA
VER24US213-JA
VET24US213C2-JA

21.3 1.1 23.43

VEL24US214-zz-JA-H
VEL24US214-zz-JA
VER24US214-JA
VET24US214C2-JA

21.4 1.09 23.326

VEL24US215-zz-JA-H
VEL24US215-zz-JA
VER24US215-JA
VET24US215C2-JA

21.5 1.08 23.22

VEL24US216-zz-JA-H
VEL24US216-zz-JA
VER24US216-JA
VET24US216C2-JA

21.6 1.07 23.112

VEL24US217-zz-JA-H
VEL24US217-zz-JA
VER24US217-JA
VET24US217C2-JA

21.7 1.06 23.002

VEL24US218-zz-JA-H
VEL24US218-zz-JA
VER24US218-JA
VET24US218C2-JA

21.8 1.05 22.89

VEL24US219-zz-JA-H
VEL24US219-zz-JA
VER24US219-JA
VET24US219C2-JA

21.9 1.04 22.776

VEL24US220-zz-JA-H
VEL24US220-zz-JA 22.0 1.03 22.66
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VER24US220-JA
VET24US220C2-JA
VEL24US221-zz-JA-H
VEL24US221-zz-JA
VER24US221-JA
VET24US221C2-JA

22.1 1.02 22.542

VEL24US222-zz-JA-H
VEL24US222-zz-JA
VER24US222-JA
VET24US222C2-JA

22.2 1.01 22.422

VEL24US223-zz-JA-H
VEL24US223-zz-JA
VER24US223-JA
VET24US223C2-JA

22.3 1.0 22.3

VEL24US224-zz-JA-H
VEL24US224-zz-JA
VER24US224-JA
VET24US224C2-JA

22.4 1.03 23.072

VEL24US225-zz-JA-H
VEL24US225-zz-JA
VER24US225-JA
VET24US225C2-JA

22.5 1.02 22.95

VEL24US226-zz-JA-H
VEL24US226-zz-JA
VER24US226-JA
VET24US226C2-JA

22.6 1.01 22.826

VEL24US227-zz-JA-H
VEL24US227-zz-JA
VER24US227-JA
VET24US227C2-JA

22.7 1.0 22.7

VEL24US228-zz-JA-H
VEL24US228-zz-JA
VER24US228-JA
VET24US228C2-JA

22.8 1.05 23.94

VEL24US229-zz-JA-H
VEL24US229-zz-JA
VER24US229-JA
VET24US229C2-JA

22.9 1.04 23.816

VEL24US230-zz-JA-H
VEL24US230-zz-JA
VER24US230-JA
VET24US230C2-JA

23.0 1.04 23.92

VEL24US231-zz-JA-H
VEL24US231-zz-JA
VER24US231-JA
VET24US231C2-JA

23.1 1.03 23.793

VEL24US232-zz-JA-H
VEL24US232-zz-JA
VER24US232-JA
VET24US232C2-JA

23.2 1.02 23.664

VEL24US233-zz-JA-H
VEL24US233-zz-JA
VER24US233-JA
VET24US233C2-JA

23.3 1.01 23.533
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VEL24US234-zz-JA-H
VEL24US234-zz-JA
VER24US234-JA
VET24US234C2-JA

23.4 1.02 23.868

VEL24US235-zz-JA-H
VEL24US235-zz-JA
VER24US235-JA
VET24US235C2-JA

23.5 1.02 23.97

VEL24US236-zz-JA-H
VEL24US236-zz-JA
VER24US236-JA
VET24US236C2-JA

23.6 1.01 23.836

VEL24US237-zz-JA-H
VEL24US237-zz-JA
VER24US237-JA
VET24US237C2-JA

23.7 1.01 23.937

VEL24US238-zz-JA-H
VEL24US238-zz-JA
VER24US238-JA
VET24US238C2-JA

23.8 1.0 23.8

VEL24US239-zz-JA-H
VEL24US239-zz-JA
VER24US239-JA
VET24US239C2-JA

23.9 1.0 23.9

VEL24US240-zz-JA-H
VEL24US240-zz-JA
VER24US240-JA
VET24US240C2-JA

24.0 1.0 24.0
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